
BIN ACTIVATOR



BIN ACTIVATOR

APPLICATION

TECHNICAL FEATURES AND BENEFITS:

REGULATION

Bin Dischargers have been specially designed for the discharge of powdery and granulate solids by way of vibration. Their purpose is to discharge products
from a silo in a regular manner without any breaking up of material, whilst avoiding the formation of bridging and rat holing.

The product in the silo rests on the de�ector, which receives the vibration from the vibrator and transmits it directly to the product column; the silo walls
do not vibrate, since they are isolated from the vibrating bottom by an elastic joint. The function of the de�ector is to prevent the central product column
from �owing directly through the outlet, which could lead to the formation of rat holing. The load is supported by special design hangers included in the
suspension unit. These tie pieces isolate the vibration, since they have absorption rings. The main sectors for the application of TOUSI SL Bin Dischargers
are: the food, chemical, pharmaceutical, environment, mining, aggregate and concrete sectors, etc.

•Straightforward maintenance.
•High e�ciency in very cohesive products.
•Range of applications.
•Security hangers, resistant to breakage.
•Earth connection which joins the two parts of the extractor.
•Uniform movement of the material throughout the silo section.
•No segregation.
•Perfect mass �ow without dead areas.
•No bridging.
•Delicate handling of the material to be discharged, without any degradation 
of the particles.
•Improves the precision of the dosing.
•Resistant to explosion of up to 1 bar of PRED  also available.

EC European safety regulation.
Règlementation
 
ATEX Regulation: we have Bin Activators classi�ed
for use in explosive atmospheres, in accordance 
with Directive 94/9/CE (ATEX) and Group II Category
2 and 3 suitable for zones 21 and 22 available



FONDS VIBRANT 

OPERATION:

VIBRATOR
The Bin Discharger is driven by a vibrator 

attached directly to its casing. 
This type of  vibrator provides high frequencies and

 allows the frequency to be adjusted 
to the characteristics of   the material.

 MATÉRIEL APPLICATION 
 

CASING 
Carbon steel St-37 Standard 
Stainless steel 1.4301 For food and chemical products 
Stainless steel 1.4401 For food and chemical products 

 

 MATÉRIEL APPLICATION CARACTÉRISTICS 
 

JOINT 

EPDM rubber Standard -40º+100ºC 50±5 Shore A 

Silicone For food and chemical products -60º+250ºC 52±5 Shore A 

 

 

 
 

Convex 

 

 

 

deflector The function of the deflector   is 

 to  prevent  the  central  product 
 column   from   flowing   directly 
 through the outlet, which   could 

  
 

Conical 
deflector 

 

lead   to   the   formation   of rat 
holing. 
A 
positioned when the product   is 
perishable 
density. 
A 
instead  of  the  deflector  when 
 
the   product   is   likely   to form  

 
 

With grille 
 

 

 

 

lumps inside the silo. 
 



VIBRATING CONE DIMENSIONS (MM)

Components DN D H 
(Outlet Ø250) 

Vibrator 
Power Weight (Kg). 

EVS-600 600 534 428 160W 125 
EVS-900 900 580 580 160W 195 
EVS-1200 1200 724 699 300W 295 

 



BIN DISCHARGER DIMENSIONS (MM)

 

1 reinforment for each hanger 

(to be welded on site) 
 

Different outlet 

dimensions available 

N 

Security hangers 

Compone
nts 

DN D H 
(Out
let 

Ø25
0) 

Vibrat
or 
Power 

Weight 
(Kg). 

Compone
nts 

DN 

EVK-1200 1200 1020 900 635 4 simples 620W 225 
EVK-1500 1500 1320 1050 806 4 simples 650W 295 
EVK-1800 1800 1620 1200 947 4 doubles 650W 395 
EVK-2100 2100 1920 1380 1087 6 doubles 1150W 695 
EVK-2400 2400 2220 1520 1248 8 doubles 1150W 805 
EVK-3000 3000 2820 1820 1529 8 doubles 1150W* 1385 
EVK-3600 3600 3420 2120 1777 12 doubles 1150W* 2000 

(*) Fitted with 1 or 2 vibrators 
 



OUTLET OPTIONS:

FLAT SEAL SQUARE FLANGE 

   
A 150 200 250 300 350 400 450 500 

B 86 108 168 198 224 290 300 140 

C 210 260 310 360 410 460 510 420 

D 250 300 350 400 450 500 550 560 

E 8×ø18 8×ø18 8×ø18 8×ø18 8×ø18 8×ø18 12×ø18 16×ø18 

F  600 

 


